	 

	Echo Wood Specification

	 Item 
	 
	Vendor

	 
	
	 

	DESCRIPTION
	Engineered Wood - Echo Wood
	Echo Wood

	NAME  
	Mahogany Qrt
	Hardwoods Specialty Products

	 
	 
	5302 W. Buckeye Rd, Bldg. A

	STYLE#  
	NA-203S
	Phoenix, AZ 85043

	 
	 
	Ph 602-278-5000

	LOCATION
	See drawings for details
	Contact: Rich Gorrill

	 
	 
	Email rgorrill@hardwoods-inc.com

	COLOR
	Reddish - Mahogany
	Web: www.hardwoods-inc.com

	GRAIN - CUT
	Straight grain cut (quartered)
	 

	THICKNESS
	0.6mm
	 

	UV LIGHT RESISTANCE
	UV inhibitor must be used in finish
	 

	FINISH
	Clear lacquer 12% sheen
	 

	BACKING 
	Veneer is laminated to a substrate
	 

	 
	See drawings for details
	 

	 
	 
	 

	ECHO WOOD SPECIFICATION
	Face veneer to match architect's sample. Veneers shall be cut from "A" grade Basswood or Ayous logs. Veneers shall be stacked in proprietary moulds to consistently produce grain pattern of architect's sample. Water soluble dyes shall be used to produce color of architect's sample. Wood block is cut into composite veneer, thus providing finished product equal to architect's sample.  Finished veneer shall be dried to 10-12% moisture content.

	NOTES
	 Veneer to match architects sample. No substitutions


