
CARB Compliant. Sustainably Sourced.

Premium Hardwood Plywood





Assured Core Performance

Core veneers originate with small  
independent suppliers where they 
undergo initial quality inspections.

Veneers are conditioned by machine 
dryers to produce a core with a consistent 
moisture content (MC) ideal for lay-up, 
avoiding potential warp and instability 
within the platform.

Core veneers then undergo a second 
more rigorous inspection for moisture 
content (MC) and thickness to ensure 
consistent sound cores. 

Precision finger joints or scarf joints ensure 
sound stable cores. Scarf jointing the outer 
most long-grain and machine composed 
outer crossbands reduces core overlaps, 
core voids and putty that may be visible 
on the finished panel as core shadow or 
telegraphing of imperfections. Imperfect 
cores are rejected for Dragon Ply. 

Composed core veneers are pressed in a 
multi-opening press using environmentally 
responsible and approved adhesives.

After pressing, cores are calibrated using 
a double head calibrating sander and
are inspected again to ensure that they 
meet Dragon Ply’s industry leading 
tolerances of +/- 0.3mm.

Core Options

Glue Options

Poplar Veneer Core
Also available FSC®

Poplar
7-Ply

MDF X-Band Veneer Core
Also available 7 Ply

Ultra Lightweight
7 Ply

Birch Veneer Core
Also available FSC®

PBC

Tropical Hardwood Core
Also available FSC®

Combi Core
Also available FSC®

Lumber Core

MDF

• Soy based NAF • WBP - Type 1 exterior - NAUF • E1

• CARB 2 Certified • EO/NAUF • E2



Dragon Ply Face Veneer

1. Fancy veneers are sliced and peeled 
    on-site to ensure stringent control of 
    grade, quality and thickness. 

2. Face veneers are sliced at 0.5mm+. 
    Thin faced panels are also available 
    through vendors specializing in this 
    process.

3. Fancy veneers are conditioned by precision 
    calibrated dryers to provide faces with a 
    consistent moisture content. Veneers 
    undergo a second quality inspection for 
    overall veneer quality.

4. Precision guillotine prepares flitch 
    veneers for composing process. 

5. Thick veneers are composed according 
    to Dragon Ply specifications using state 
    of the art European machine composers, 
    the exact same equipment found in the 
    highest end veneer facilities in the world.

6. The composed face veneers receive 
    final inspections for thickness, overall 
    quality and appearance before lay-up 
    on Dragon Ply cores.

7. Cores are now married up with the
    selected veneer faces and inserted into 
    the multi-opening hot press for final 
    pressing.

8. The laid-up panels receive a finish 
    sanding to 180 grit and higher before a 
    final inspection by our Dragon Ply staff 
    to ensure grade, thickness tolerance, 
    and reject anything that does not meet 
    strict Dragon Ply requirements.

9. Final Grading is done to meet or exceed 
    HPVA standards. Panels are rejected 
    here for warping and production defects 
    that do not meet Dragon Ply’s high 
    standards. 



Face Veneers
Natural Beauty Starts Here

• All Dragon Ply products are graded against HPVA specifications for fancy plywood as a minimum.

• Because our partner factories control quality from log to panel, we are able to ensure the highest quality results  
  while having the flexibility to meet customer specific requirements in fancy veneer composition.

• We offer a complete line of fancy species as well as species used in industrial applications.

Ash Sapele European Beech Red Birch White Birch

Hickory Cherry White Maple Red Oak Black Walnut

Many Other SSppeecciieess OOppttiions Available
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Fancy Plywood Sizes Core Blank Sizes

Industrial panels and plywood core blanks

in 4’ to 6’ wide and up to 39’ long.

Call for a quote.
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